6. Circulator / Isolator

FEATURE

* Frequency Range 380MHz~5GHz

* SMA or N Connector

* Drop-in Type

* Clockwise or Counter-clockwise Orientation

» Custom Design Available

APPLICATION

* TETRA, GSM, WCDMA, LTE, 5G
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®m Circulator / Isolator

Drop-in Type Circulator

part Number Frequency | lsolation | IL | gy | Power | Operating
RTC380-420AD 380~420 16 0.5 15:1 100 -30~+70
RTC380-450YD 380~450 20 0.5 12:1 50 -30~+70
RTC410-470ADC 410~470 17 0.5 135:1 100 -30~+85
RTC450-520YD 450~520 20 0.5 12:1 50 -30~+70
RTC465-515YD 465~515 20 0.5 12:1 50 -20~+70
RTC510-600ADC 510~600 17 0.5 135:1 100 -30~+85
RTC600-690ADC 600~690 17 0.5 125:1 100 -30~+85
RTC690-780ADC 690~780 17 0.5 135:1 100 -30~+85
RTC780-870ADC 780~870 17 0.5 135:1 100 -30~+85
RTC805-960KD 805~960 10 0.7 135:1 20 -20~+75
RTC806-824KD 806-824 20 0.25 12:1 120 -30~+85
RTC824-849 KD 824-849 20 0.25 12:1 120 -30~+85
RTC851-869 KD 851-869 20 0.25 12:1 120 -30~+85
RTC869-894 KD 869-894 20 0.25 12:1 120 -30~+85
RTC880-915 KD 880-915 20 0.25 12:1 120 -30~+85
RTC890-915 KD 890-915 20 0.25 12:1 120 -30~+85
RTC902-928KD 902-928 20 0.3 12:1 150 -20~+80
RTC925-960 KD 925-960 20 0.25 12:1 120 -30~+85
RTC935-960 KD 935-960 20 0.25 12:1 120 -30~+85
RTC1710-1785 KD 1710-1785 20 0.4 12:1 120 -30~+85
RTC1750-1780 KD 1750-1780 20 0.4 12:1 120 -30~+85
RTC1805-1880 KD 1805-1880 20 0.4 12:1 120 -30~+85
RTC1840-1870 KD 1840-1870 20 0.4 12:1 120 -30~+85
RTC1850-1910 KD 1850-1910 20 0.4 12:1 120 -30~+85
RTC1920-2170AD 1920-2170 18 0.5 12:1 100 -30~+70
RTC1930-1990 KD 1930-1990 20 0.4 12:1 120 -30~+85
RTC2090-2190 KD 2090-2190 20 0.4 12:1 120 -30~+85
RTC2110-2170AD 2110-2170 20 0.4 12:1 100 -30~+70
RTC2300-2500KD 2300-2500 20 0.4 12:1 150 -30~+70
RTC2500-2700AD 2500-2700 20 0.4 12:1 100 -30~+70
RTC2600-2700 KD 2600-2700 20 0.4 12:1 120 -30~+85
RTC6425-7125AD 6425~7125 18 0.4 13:1 10 -30~+85

* RTx Technology Co., Ltd.(www.rtxtech.com), Tel:+82-31-647-6780, Fax:+82-31-647-6781, E-mail:wykim@rtxtech.com --------- 50




®m Circulator / Isolator

Drop-in Type Isolator

Part Number Frequency Isolation IL V.S.W.R Power Operatirjg
(MHz) (dB) (dB) (Max.) (W) Temp. (C)
RTI1380-420AD 380~420 16 0.5 15:1 100 -30~+85
RTI806-824KD 806-824 20 0.25 12:1 120 -30~+85
RT1824-849 KD 824-849 20 0.25 12:1 120 -30~+85
RTI1824-905KD 824-905 20 0.30 12:1 120 -30~+85
RTI851-869 KD 851-869 20 0.25 12:1 120 -30~+85
RTI860-960KD 890-960 20 0.3 12:1 100 -20~+85
RTI1869-894 KD 869-894 20 0.25 12:1 120 -30~+85
RTI876-915KD 876-915 20 0.25 12:1 120 -30~+85
RTI880-915 KD 880-915 20 0.25 12:1 120 -30~+85
RTI890-915 KD 890-915 20 0.25 12:1 120 -30~+85
RTI921-960KD 921-960 20 0.30 1.2:1 120 -30~+85
RTI1925-960 KD 925-960 20 0.25 12:1 120 -30~+85
RTI935-960 KD 935-960 20 0.25 1.2:1 120 -30~+85
RTI1710-1785 KD 1710-1785 20 0.40 1.2:1 120 -30~+85
RTI11750-1780 KD 1750-1780 20 0.40 12:1 120 -30~+85
RTI11805-1880 KD 1805-1880 20 0.40 12:1 120 -30~+85
RTI11840-1870 KD 1840-1870 20 0.40 12:1 120 -30~+85
RTI11850-1910 KD 1850-1910 20 0.40 12:1 120 -30~+85
RTI11620-1670KD 1620-1670 20 0.3 12:1 100 -30~+85
RTI1920-1980KD 1920-1980 22 0.4 12:1 120 -30~+85
RTI11930-1990 KD 1930-1990 20 0.40 12:1 120 -30~+85
RTI12090-2190 KD 2090-2190 20 0.40 12:1 120 -30~+85
RTI2110-2170KD 2110-2170 20 0.40 1.2:1 120 -30~+85
RTI2600-2700 KD 2600-2700 20 0.40 1.2:1 120 -30~+85
RTI14915-5015AD 4915~5015 19 0.35 13:1 50 -30~+85
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®m Circulator / Isolator

Connect Type Circulator & Isolator

Part Number Fr%?/l:'ezr;cy Iso((ljaéi)on ((;LB) V.S.W.R P?VV\\/’)B ' Connector ?grt;r;t(i%g;
RTI800-1000KSC 800-1000 17 0.5 135:1 100 SMA -20~+70
RTI806-824KC 806-824 20 0.25 12:1 150 SMA, N -30~+85
RTI1824-849 KC 824-849 20 0.25 1.2:1 150 SMA, N -30~+85
RTI850-880KSC 850-880 22 0.25 12:1 150 SMA -30~+85
RTI851-869 KC 851-869 20 0.25 12:1 150 SMA, N -30~+85
RTI869-894 KC 869-894 20 0.25 1.2:1 150 SMA, N -30~+85
RTI880-915 KC 880-915 20 0.25 12:1 150 SMA, N -30~+85
RTI890-915 KC 890-915 20 0.25 1.2:1 150 SMA, N -30~+85
RTI925-960 KC 925-960 20 0.25 12:1 150 SMA, N -30~+85
RTI1935-960 KC 935-960 20 0.25 1.2:1 150 SMA, N -30~+85
RTI11400-1550KSC 1400-1550 22 0.25 12:1 150 SMA -30~+85
RTI11680-1800SMF 1680-1800 20 0.4 12:1 100 SMA,SAM -20~+70
RTC1705-1925NS 1705-1925 18 0.45 135:1 120 SMA -30~+70
RTI1710-1785 KC 1710-1785 20 0.25 1.2:1 150 SMA, N -30~+85
RTI1750-1780 KC 1750-1780 20 0.25 1.2:1 150 SMA, N -30~+85
RTI11805-1880 KC 1805-1880 20 0.25 1.2:1 150 SMA, N -30~+85
RTI11840-1870 KC 1840-1870 20 0.25 1.2:1 150 SMA, N -30~+85
RTI1850-1910 KC 1850-1910 20 0.25 12:1 150 SMA, N -30~+85
RTC1900-2200ADC 1900-2200 20 0.4 122:1 200 SMA -30~+85
RTI1930-1990 KC 1930-1990 20 0.25 1.2:1 150 SMA, N -30~+85
RTI11990-2110SMF 1990-2110 20 04 12:1 30 SMA -40~+70
RTI1990S2110SMF 1990-2110 20 0.4 12:1 30 SMA, SAM -40~+70
RTI2000-2150KSC 2000-2150 20 0.3 12:1 100 SMA,SAM -20~+70
RTI12090-2190 KC 2090-2190 20 0.25 12:1 150 SMA, N -30~+85
RTI2150-2300KSC 2150-2300 20 0.3 1.2:1 100 SMA,SAM -20~+70
RTC2300-2400KSF 2300-2400 22 0.3 12:1 120 SMA -30~+80
RTC2400-2700ASF 2400-2700 18 0.5 13:1 200 SMA -30~+85
RTC2550-2660ASC 2550-2660 22 0.3 12:1 120 SMA, N -30~+80
RTI2600-2700KSF 2600-2700 22 0.3 12:1 60 SMA -40~+70
RTI6400R7400SMF 6400-7400 20 0.4 12:1 1 SMA -40~+70
RTI7500-8500 KC 7500-8500 18 0.35 1.25:1 150 SMA -30~+85
RTI17850-8050SMF 7850-8050 20 0.3 12:1 1 SMA -30~+80
RTI9000-10000 KC 9000-10000 18 0.35 1.25:1 150 SMA -30~+85
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®m Circulator / Isolator

DIMENSION

Drop-in type circulator

* TETRA BAND

* TETRA BAND

Pakage Size : BF

Option Type | none
Direction:Clockwise Default
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®m Circulator / Isolator

PERFORMANCE
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